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structure has only one floor "but is appros^imately two stories high* This 
shop is referred to as fT D !T Branch and has lathes and machines for making 
cutting tools used in other sections of the plant for production of 
Munitions. This is the bottleneck in the plant due to break do un of 
Machinery and shortage of tooling materials. 


# 8. Roach, 
vide * 


This is a dirt and gravel access road approximately j O to 12 feet 


#9- Generator Building. A one -story concrete and brick structure vith a flat 
Toof «. The building is 15 meters bv seven meters. 

$10. Military Production Shop _ This building is used solely for the purpose 
of military production and is referred to as "B” Branch. The structure 
is made of concrete and brick, 60 meters by 30 meters. The building is 
two stories high on the north side. The entire first floor is used as 
a work shop and the south end of the second story is used for offices . 

The north end of the second story contains a dining hall and the third 
floor is used as a locker room. The work shop lias three work sections 
and all lathes are arranged to accomplish fine, medium, and heavy shaping 
and trimming of shell casings or projectiles. 

$11. Breezeway. ~ ~ 

#12, Ammunition Assembly Shop. This is the final assembly shop for maid.t1.ODB 
manufactured in "B" Branch. The building is approximately two stories 
higi, constructed of concrete and brick. The structure is 30 meters by 
16 meters and has a glass-paneled roof. The she® has an unknown number 
° r _ 1& theSj polishers, presses, and work benches. The building is 
referred to as Branch "B-l". The shop is also used for compressor and 
pump assembly. , 

Air Bald Shelter. Under construction. 

Administration Building. This building is two-stories high constructed 
and . b T lcl£ 'Jf meters by lO meters, and has a flat roof. The 
first floor contains offices of the Director of Personnel, Finance, 
Planning and Material, The second floor has offices of the Director of 
Production, Plans, Party Secretary, Bookkeepers and the Plant Director. 

Main Road. The concrete road is six to eight meters vide , 

crete a ^d n brick d ^h ^uilding is one-story high, constructed of con- 

crete and brick wi„h a flat roof, 60 meters by 10 meters. It Is used 
by employees during lunch and after-work hours • 

' ^ Th k Bain l .? n ! raDCe the plant *** sentry posts. Each 
building is one -story high and' is constructed of concrete and brick. The 

posts “ e norna Ry manned by two guards, but it is also common to 
r ‘~ three or four guards armed with rifles and pistols . 
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Road. The concrete road is six to eight meters wide, 
or.o year old and is capable of heavy truck t ’-ic. 
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#22. Coal Bins. This area contains six to seven open coal bins. Tbe entire 
coal yard is approximately 50 to 60 meters square,* There are no 
mec h a nic a l loading devices and coal is loaded by band. 

#23* Heating Plant. This shop furnishes heat and steam for the entire plant. 
The overall size of the building is 20 meters by eight meters . All 
piping is run underground to the various sections. Building is con- 
structed of concrete and brick and has a flat glass -paneled roof. 

Carpenter Shop. Parts are packed and crated for shipment in the carpenter 
shop. 


#25. Di n ing Hall. This is a one story brick building 15 meters by seven 
meters. Each building in the plant has a small dining room. 

#26. Lubricant Storage Shop. 


#27. Well. The area is approximately three meters square and has four large 
pumps. Water from the veil, which is 100 feet deep, is punroed through 
underground pipes to the purification plant. * 

#28. Chimney. 


# 29 . Fire Department. The building, 25 meters by 10 meters, is constructed 
of concrete and brick. Firemen on duty continually tour the plant to 
eliminate fire hazards and unsafe work practices. The department con- 
sists of 20 firemen, two water trailers and two trucks. 


#30. Garage. It also serves as a work shed for motor vehicles. 


# 31 . 

#32. 

# 33 - 
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# 36 . 

# 37 . 


Supply Storage Tard. This is an open area 20 meters by three meters 
and is used for storage of "I" beams and sheet metal. The entire area 
is enclosed by a mesh wire fence two meters high. 

Water Purification Plant. The water purification plant consists of two 
***% 1 * te f purification section is constructed of wood with 
slotted boards for water to drain down and is seven meters square and 

' J The second is a brick structure five meters square. 
It has an office and control room. 


"A” Branch. 


Foundry. The foundry has three large ovens and is called 
All shell casings are paired in the foundry. 

Metal Shaping Shop. This area is a subsection of the foundry. The overall 
size of the building is 5 0 meters by 20 smters. The ifeon 

«^? te \? f v COn ^ ete and brlck ' the south end of the building being two- 
stories high. The second floor contains offices and lockerTooms^ 

Bail Doading Ban©. The loading ran® extends the entire width of the 

building baa a flat roof, f- * iXje 

* . 

Chimney. Dimensions of the eiilimw j are not known. 50x1 -hum 
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